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NOTES 1.  THE ENTIRE WIDTH OF THE R/W AND THE ABUTTING UTILITY EASEMENT    SHALL BE GRADED WITHIN FOUR INCHES (4") OF THE FINISH GRADE PRIOR    TO INSTALLATION OF WATER MAIN SERVICE BRANCHES. 2)  THE INSTALLATION OF WATER MAINS AND HOUSE SERVICE BRANCHES SHALL    BE PERFORMED PRIOR TO SUBGRADE AND THE INSTALLATION OF ELECTRIC, TELEPHONE,    AND CABLE TV LINES.  NO JOINTS WILL BE PERMITTED IN THE SERVICE BRANCH    BETWEEN THE STOP COCK AND THE METER SETTING. 3) THE INSTALLATION OF SANITARY SEWERS, INCLUDING HOUSE LATERALS SHALL BE THE    FIRST ITEM OF UNDERGROUND WORK PERFORMED WITHIN THE DEVELOPMENT UNLESS    OTHERWISE SPECIFICALLY AUTHORIZED BY THE HAMILTON COUNTY ENGINEER. 4) SANITARY LATERALS SHALL BE CONSTRUCTED TO THE LIMITS OF THE UTILITY EASEMENTS    AND AT THE SAME TIME THAT THE SEWER IS INSTALLED. 5) MANHOLE CASTING (FRAME AND LID) SHALL BE SET TO MATCH CROSS SLOPE. 6) SEE STD. 3 FOR DETAIL OF DRAINS AT SAG POINTS IN VERTICAL PROFILE. 7) LOCATIONS OF 8" MINIMUM DIAMETER COLLECTOR PIPE WHERE REQUIRED FOR DOWNSPOUT   AND/OR SUMP PUMP CONNECTIONS.  OUTLET TO NEAREST CATCH BASIN. 30" MINIMUM DEPTH   REQUIRED TO FLOW LINE OF PIPE.  ONE SIX INCH LATERAL PER LOT SHALL BE INSTALLED WITH   A TEMPORARY PLUG AT 11'-6" OFF OF BACK OF CURB.  PIPE SHALL MEET THE REQUIREMENTS OF   ODOT 707.33, 707.42 (ASTM F949) OR 707.43 (ASTM F794).  PIPE SHALL BE NON-PERFORATED   AND INSTALLED WITH WATERTIGHT CONNECTIONS. A SUITABLE CLEANOUT STRUCTURE SHALL BE   PROVIDED AT THE UPSTREAM END OF THE COLLECTOR PIPE.  CLEANOUT STRUCTURES SHALL OF   UNIFORM DESIGN WITH READILY ACCESSIBLE CAPS LEVEL WITH THE SURROUNDING GROUND.   PREFABRICATED UNITS MAY BE PROVIDED.  ACCESSIBILITY FOR CLEANOUT EQUIPMENT IS A   CONDITION OF ACCEPTANCE BY THE ENGINEER.
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